
3.7 METERS
(12 FT.)

AIRPORT BLVD.

TRAIL ALIGNMENT, 12 FT
ASPHALT PATH WITH
2 TO 3 FT SHOULDERS

SCVWD EASEMENT

CITY OF SAN JOSE R/W

LOW FLOW CHANNEL WITH VEGETATION BUFFER

GUADALUPE RIVER
SECTION 3-3

GUADALUPE RIVER
SECTION 4-4

TYPICAL BRIDGE UNDERCROSSING

EXISTING BRIDGE

EXISTING
BRIDGE
PEIR

EXISTING
BRIDGE
ABUTMENT

VERTICAL CLEARANCE
VARIES (APPROX 3.7 M (12 FT) -

 4.6 M (15 FT.))

CONCRETE PATH
VARIES 4.0 M (13 FT.) - 5.5 M (18 FT.)

ROCK SLOPE
PROTECTION

CONCRETE
RETAINING WALL

ROCK, GABION,
OR CONCRETE
SLOPE PAVING

VARIES
0.0 M OR GREATER

VARIES

2%

NOTE:

1) ALL NEW CONCRETE SHALL BE 
“ADOBE” COLOR.

2) ALL UNDERCROSSINGS, 
EXCEPT AIRPORT PARKWAY, TO 
BE CONSTRUCTED BY SCVWD 
AS PART OF LOWER 
GUADALUPE RIVER FLOOD 
PROTECTION PROJECT.

BRIDGE UNDERCROSSING
LOCATIONS

STATE ROUTE 237
TASMAN DRIVE
MONTAGUE EXPRESSWAY
TRIMBLE ROAD
US 101
AIRPORT ISLAND
AIRPORT PARKWAY
SKYPORT DRIVE

NORMAN Y. MINETA
SAN JOSE

INTERNATIONAL AIRPORT
DECORATIVE
FENCE

FUTURE
LANDSCAPING

CDF&G JURISDICTION

USCOE JURISDICTION (TYP.)
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